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Introduction n

CHAPTER 1. INTRODUCTION

Introduction to your Router

Thank you for purchasing the BEC 6200WZL (3G/4G_LTE Cellular Broadband Router). The router
is an economic router ideal for SOHO users, office users and event organizers to have an improved
wireless access with a speed of up to 150 Mbps. You can enjoy non-stop wireless access with this
economic mobile 3G / 4G embedded router. With Dual-WAN design, you can also have an always-on
WAN connection.

Always on Connection

The BEC 6200WZL (3G/4G_LTE Cellular Broadband Router) features dual-WAN interface allowing
users to connect to the Internet via either wired connectivity of broadband device by plugging into a
WAN port, or via 3G / 4G connections via inserting a 3G / 4G SIM card into its built-in SIM slot. The
auto fail-over feature ensures maximum connectivity and minimum interruption by quickly and
smoothly connecting to a 3G /4G network in the event that your broadband Ethernet line fails. The
router will then automatically reconnect to the broadband connection when it's restored, minimizing
connection costs. These features are perfect for office situations where constant connection is
paramount.

Mobility

With the increasing popularity of 3G / 4G standard, communication via BEC 6200WZL (3G/4G_LTE
Cellular Broadband Router) is becoming more convenient and wide-available-allowing you to watch
movies, download music on the road, run media-intensive application, or access e-mail with your
client, team members, friends or family no matter where you are. You can even share your internet
with others, whethery ouér e i n a meet i ng countrysnpadraird The gouteax can
even function as a FTP server for network device sharing. The integrated wireless technology allows
wireless access up to 150Mbps. The BEC 6200WZL (3G/4G_LTE Cellular Broadband Router) is
truly free and mobile.

Upgraded Wireless Access and Security

With an integrated Wireless-N Access Point that supports up to 150Mbps wireless operation rate, yet
it can switch compliance with 802.11b/g network devices. Wireless Protected Access (WPA-PSK /
WPAZ2-PSK) and Wired Equivalent Privacy (WEP) features enhance the level of transmission security
and access control over your Wireless LAN. If the network requires wider coverage, the built-in
Wireless Distribution System (WDS) repeater function allows users to expand the wireless network
without the need for any external wires or cables. Built-in with Stateful Packet Inspection (SPI), it
enables users to determine whether a data packet is allowed to pass through the firewall to the private
LAN. QoS Control prioritizes the traffic and allows users to enjoy smooth traffic flow while running
applications such as P2P or multimedia through the Internet.

3G /4G Management Center

With the BEC 6200WZL (3G/4G_LTE Cellular Broadband Router), monitoring your 3G / 4G
connection status is a breeze. Unique 3G / 4G Management Center is a utility tool displaying its
current 3G / 4G-signal status visually for users to maximize their connection. You can monitor the
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bandwidth with the current upload and download speed. This too also calculates the total amount of
hours or data traffic used per month, allowing you to manage your 3G / 4G monthly subscriptions.
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Features & Specifications

To

3 4% embedded with a built-in SIM card slot

Dual WAN interfaces for /4608mectanred 3G / 3.56G
150Mbps -NA®iI r el ess

S u p p eFf Rrotectaly Setup (WPS) and WPA-PSK / WPA2-PSK

Supports mul tibilpylofeneto& infbastrudtuoer f | e x

H-spgdd wireless connection up to 150Mbps data rate

A u t-over foralivdys-on connection

3 455 Management Center for connection monitoring

SOHO firewall security with DoS prevention
Qual i vicgcomtrbl Ser

Sysl og monitoring

o To To To o o o T T T» ITo

| deal for SOHO wuser s, Of fice user s, and Eve

Available and Resilience
A D-WAN ports (3G / 4G & Ethernet WAN)
A A u t-over/fildback

Network Protocols and Features
ANAT, static routing and RIP-1/ 2
ANAT supports PAT and multimedia applications
ATransparent bridging
AVirtual server and DMZ
ASNTP, DNS relay and DDNS
AIGMP snooping and IGMP proxy

Firewall
ABuilt-in NAT Firewall
Astateful Packet Inspection (SPI)
APrevents DoS attacks including Land Attack, Ping of Death, etc.
ARemote access control for web base access
APacket and URL filtering
APassword protection for system management
AVPN pass-through

BEC 6200WZL User Manual



Introduction n

Quality of Service Control
ASupports the DiffServ approach

ATraffic priorization based-on IP protocol, port number and address

Wireless LAN
ACompliant with IEEE 802.11g and 802.11b standards
A2.4GHz - 2.484GHz frequency range
AUp to 150Mbps wireless operation rate
A64 | 128 bits WEP supported for encryption
AWPS (Wi-Fi Protected Setup) for easy setup
AWireless Security with WPA-PSK / WPA2-PSK support
AWDS repeater function support
AMultiple SSID

Management
A3G / 4G Management Center
AQuick Installation Wizard
Aweb-based for remote and local management
AFirmware upgrades and configuration data upload / download via web-based interface
AEmbedded Telnet server for local management
ASNMP v1 / v2 / v3, MIB-I and MIB-II support
ASystem Log monitoring
ASupports DHCP server / client / relay
AMail Alert
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Hardware Specifications

Physical interface
A3G / 4G: 2 antennasAEthernet: 4 x 10 / 100Mbps Auto-MDI / MDI-X RJ-45 Ethernet ports

AWAN: 1 x 10 / 100Mbps Auto-MDI / MDI-X RJ-45 Ethernet port (port #4 can be configured as
WAN port for Broadband connectivity.)

AReset button

AWPS push button

APower jack

APower switch
ASIM slot : (for the SIM card from Telco / ISP)

Physical Specifications
A Dimensions: 7.28" x 4.86" x 1.38"(185mm x 1:

Application Diagram

3G/ 4G-LTE Antenna 3G/ 4G-LTE Antenna

Ethe met

J'Q

Power Adapter

i

|

xDSL/
Cable Modem

Ethernet Cable
Ethernet Cable

E Ethernet Cable
|

!
!
!

Connect the detachable 3G/4G-LTE antennas to the two jacks on the

back of the device and make sure they are firmly screwed in.

The MAIN antenna connector is used for primary 3G/4G-LTE.

If deciding to use ONE antenna, make sure the MAIN antenna connector is being

Attention connected at all times.
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CHAPTER 2: PRODUCT OVERVIEW

Important Note for Using This Router

4 )

Do not use the router in high humidity or high temperature.

<

V Do not use the same power source for the BEC 6300VNL on
other equipment.

V Do not open or repair the case yourself. If the device becomes
too hot, turn off the power immediately and have it repaired at
a qualified service center.

Warning

k V  Avoid using this product and all accessories outdoors. /

~

V Place the router on a stable surface.

V  Only use the power adapter that comes with the package. Using
a different voltage rating power adaptor may damage the router.

J

Attention
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Device Description

Front Panel LEDs

Product Overview i

— Ethernet —

Power 1 2 3  4/WAN Wireless WPS 3G/4G Internet
A N
—— 11 | | | ==y
LED STATUS DESCRIPTION
Green System is up and ready
Power .
Red Boot failure
Green LAN Port is connected to an Ethernet unit, e.g. PC, Notebook, Xbox
Ethernet Port _ ; . ;
LAN 1~ 4 Blinking Data being transmitted/received

Note: port #4 can be configured as WAN port for broadband connectivity

BEC 6200WZL is successfully connected with a broadband connection

Green .
EWAN on LAN 4 device.
Blinking Data being transmitted/received
: Green Wireless connection established
Wireless T ; ) ;
Blinking Data being transmitted / received
WPS Green Wireless client has been connected via WPS successfully
Blinking WPS is enabled and ready for other wireless clients to join
Green RSSI greater than -69 dBm. Excellent signal condition
Greer_1 . RSSI from -81 to -69 dBm. Good signal condition
Flashing quickly
3G/4G_ . Orange . RSSI from -99 to -81 dBm. Fair signal condition.
(Received Signal Flashing quickly
Strength Indicator) Orange i »
- RSSI less than -99 dBm. Poor signal condition.
Flashing slowly
Orange No signal and the 4G_LTE module is in service
Off No LTE module or LTE module fails
Green WAN IP received and traffic is passing thru the device.
Internet Red WAN IP request failed.
Off BEC 6200WZL is either in bridged mode or WAN connection not ready.
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Rear Panel Connectors

N
D

®
" —/

< 0 3 1
— 1 | [ 1 1 | | | —
PORT MEANING
1 LTE Antenna | Screw the supplied LTE antennas onto the antenna connectors on both sides.
2
[13 Insert the mini SIM card (2FF) with the gold contact facing down.
SIM Sl Gl S et Push the mini SIM card (2FF) inwards to eject it
3 WAN Connect a UTP Ethernet cable (Cat-5 or Cat-5e) to one of the four LAN ports when
connecting to a PC or an office/home network of 10Mbps /100Mbps.
A Ethernet LAN | Connect to Fiber/ Cable/ xDSL Modem with a RJ-45 cable
(1~4) WAN Port (LAN port 4) can also be a regular Ethernet LAN port.
After the device is powered on, press it 6 seconds or above: to restore to factory default
S Reset settings (this is used when you cannot login to the router, e.g. forgot your password)
5 By controlling the pressing time, users can achieve two different effects:
VWV:::SISLSS (1) WPS™: Press &hold the button for less than 6 seconds to trigger WPS function.
a ))) On/Off (2)_Wireless ON/OFF button: Press & hold the button for more than 6 seconds to
On/Off the wireless.
7 (PDO(‘;‘;er Jack | connect the supplied Power Adapter to this jack.
8 Power Switch | Power ON/OFF switch

* Note: 1. For WPS configuration, please refer to the WPS section in the User Manual.
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One of the most common causes of problems is bad cabling. Make sure that all connected devices are
turned on. On the front panel of the product is a bank of LEDs. Verify that the LAN Link and LEDs are
lit. If they are not, verify that you are using the proper cables.

Cabling

Make sure that all other devices (e.g. telephones, fax machines, analogue modems) connected to the
same telephone line as your BEC router have a line filter connected between them and the wall socket
(unless you are using a Central Splitter or Central Filter installed by a qualified and licensed
electrician), and that all line filters are correctly installed in a right way. If the line filter is not correctly
installed and connected, it may cause problems to your connection or may result in frequent
disconnections.
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CHAPTER 3: BASIC INSTALLATION

The router can be configured with your web browser. A web browser is included as a standard
application in the following operating systems: Windows 98 / NT /2000 / XP / ME / 7 / Vista, Linux, Mac
OS, etc. The product provides an easy and user-friendly interface for configuration.

PCs must have an Ethernet interface installed properly and be connected to the router either directly

or through an external repeater hub, and have TCP/IP installed or configured to obtain an IP address
through a DHCP server or a fixed IP address that must be in the same subnet as the router. The
default IP address of the router is 192.168.1.254 and the subnet mask is 255.255.255.0 (i.e. any
attached PC must be in the same subnet, and have an IP address in the range of 192.168.1.1 to
192.168.1.253). The best and easiest way is to configure the PC to get an IP address automatically

from the router using DHCP. If you encounter any problems acces si ng t he router 0Ss
may also be advisable to uninstall any kind of software firewall on your PCs, as they can cause
problems accessing the 192.168.1.254 IP address of the router. Users should make their own
decisions on how to best protect their network.

Pl ease follow the steps below for your PCO0S net\v
your PCb6s network component s. The TCP/I P protoc
installed. If not, please refer to your Windows-related or other operating system manuals.

4 )

” 0’5‘ Any TCP/IP capable workstation can be used to communicate with or
through the BEC 6200WZL. To configure other types of workstations,
& pl ease consult the manufacturer

N J
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Network Configuration i IPv4

Configuring PC in Windows 7 (IPv4)

1. Go to Start. Click on Control Panel.

2. Then click on Network and Internet.

3. When the Network and Sharing
Center window pops up, select and
click on Change adapter settings on
the left window panel.

4. Select the Local Area Connection,
and right click the icon to select

Properties.

BEC 6200WZL User Manual
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[E=8 EoR =)

OC [E5 » Control Panel »

~ [ 44| searen Contrat Fanei ol

Adjust your computer’s settings

Review your computer'
Back up your computer
Find and fix problems

System and Security

) Set up parental controls for any user

"2, Choese homegroup an

Network and Internet
G;u ork status and tasks

, / Hardware and Sound

%‘ View devices and printers
Add a device

Adjust commonly used

mobility settings

Let Wind

User Accounts and Family Safety
s status B Add or remove user accounts

Appearance and Personalization
Change the theme

s Change desktop background

d sharing options Adjust screen reselution

Clock, Language, and Region
Change keyboards or other input methods

Ease of Access

Viewby: Category ¥

uggest settings

r;‘ Programs Optimize visual display
b Uninstall  program
[E=5 E=H )
@th- « Network and Internet » Network and Sharing Center B E 2|
@

Control Panel Home

View your basic network information and set up connections

B 3=¢
« TEST-PC BGSLON-CNC
(This computer]

View yeur active networks

% BGS10N-CNC
Public netwark

Change your netwerking settings

%

%

i Setup a new connection or network

Set up  wireless, broadband, dial-up, ad hoe, or VPN connection: or set up  router or access

point.

4 Connectto a network

Connect or reconnect te a wireless, wired, dial-up, or VPN network connection.

Accesstype Internet
Cennections:

0 See full map

Internet

Connect or disconnect

ork Connection

[E=5 B0 =)

—
@uvl&-l < Network and Interet b Network Connections »

Qrganize » Disable this netwerk device

.:_ Local Area Connection
a0  Nety @ Disable

— Status

ReY Y'Y piagnose

o BGS:

#  Bridge Connections
Create Shortcut

Delete
'  Rename

r ) Properties I

B 2|
Diagnose this connection  Rename this connection  » = - O @
| m™ Network Extender l: @ Standalone Network Extencler
= _ Disconnected M5 Disconnected

". Wireless Metwerk Connection 3
k:;fm Net connected

&P Network Extender SSLVPN Adapter

Microsoft Virtual WiFi Miniport A...

& Standalone Network Extender S5L...
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-

5. Select Internet Protocol Version 4 [ : :
(TCP/IPv4) then click Properties. R ——— =)

Metworking | Sharing

Connect using:

l‘-'l'* Broadcom 57k« Gigabit Integrated Controller

This connection uses the following tems:

o8 Cliert for Microsoft Networks

QGDS Packet Scheduler

.Q File and Printer Sharing for Microsoft Metwarks
-i |ntemat Protaenl Vereinn & (TCP/IPYE)
B oo ProtocolVerson 4 (TCPPeA)
i Linke-Layer Topology Discovery Mapper [0 Driver
i |ink-Layer Topology Discoveny Responder

Froperties

@
ol

[ Install... ] Lrin

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected netwarks.

QK ] [ Cancel

6. In the TCP/IPv4 properties window, [Fy i o i version 4 (TCP/PvA) Properties L2 |
select the Obtain an IP address
automatically and Obtain DNS General | Alternate Configuration |
Server address automatical Iy radio ‘fou can get IP settings assigned automatically if your network supparts

buttons. Then click OK to exit the this capability, Otherwise, you need to ask vour network administrator
Setting for the appropriate IP settings.

i@ Obtain an IP address automatically

7. Click OK again in the Local Area
Connection Properties window to
apply the new configuration. 17 address:

Subnet mask:

() Use the following IP address:

Defaulk gateway:

(@ Obtain DMS server address automatically

() Use the following DMS server addresses:

Preferred DMS server:

Alkernate DMS server:

Validate settings upon exit

[ 0K J[ Cancel ]
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Configuring PC in Windows Vista (IPv4)
1. Go to Start. Click on Network.

2. Then click on Network and Sharing
Center at the top bar.

This computer is not connected to a network. Click to connect...

Eavorite binks | Name Category Workgroup Network location

Ei Documents

Ei Pictures

ﬂ Music

[#} Recently Changed
E Searches

Ju Public

3. When the Network and Sharing
Center window pops up, select and
click on Manage network
connections on the left window

- |s¢ « Network and Internet » Network and Sharing Center v

Network and Sharing Center

View computers and devices

pane Connect to a network
Set 1in a rannectinn or netwnrk 1&/ -
é —_— U
Manage network connections ipg
TEST1-WHQL Internet
Diagnose and repair (This computer)

5.- Not connected

You are currently not connected to any networks.
Connect to a network

4. Select the Local Area Connection,

and rlght CIICk the icon to SeIeCt 'd?« kandlnternet 3 Network-'C-onnections »
Properties. , = '

By Organize ~ 3= Views ~

Disable this network'device ¥ Diagnos

Name Status Device Name Connectivity Network Cate

Dial-up (2)
| .- @ Network Extender .- Standalone Network Extende
5 Di e |mys .
e Disconnected e Disconnected

s Network Extender SSLVPN A...
LAN or High-Speed Internet (1)
gg“ Local Area Connection
: N S § P, 5N Lisocomocl
¥ @7 In Disable

Status

ISDN WAN Device

Diagnose
Bridge Connections

Create Shortcut
Delete

Rename

Properties

BEC 6200WZL User Manual
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5. Select Internet Protocol Version 4 ‘{gﬁgg’a.ma'&;e‘cgm@ﬂ

(TCP/IPv4) then click Properties.

6. In the TCP/IPv4 properties window,
select the Obtain an IP address
automatically and Obtain DNS Server
address automatically radio buttons.
Then click OK to exit the setting.

7. Click OK again in the Local Area

Connection Properties window to apply
the new configuration.

BEC 6200WZL User Manual
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Connect using:
| & intel(R) 82566DM Gigabit Network Connection

This connection uses the following items:

o& Client for Microsoft Networks

4=} Q05 Packet Scheduler

.@ File and Printer Sharing for Microsoft Networks
temet Protncal Versing 6 (TCP /1Py E)

:
«&. Link-Layer Topology Discovery Mapper /0 Driver
-4 Link-Layer Topology Discovery Responder

[ Install.... ] Uninstall

Description
Transmission Control Protocol/Intemet Protocol. The default

wide area network protocol that provides communication
across diverse interconnected networks.

Properties

Lok J[ Conce |
10 o]

Internet Protocol Version 4 (T CP/1Pv4) Properties

General ]Alnemahe cOnﬁguraﬁonl

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(@ Obtain an IP address automatically

() Use the following TP address:
IP address:

Subnet mask:

Default gateway:

(@) Obtain DNS server address automatically

(") Use the following DNS server addresses:

Pre DNS server:

Ferred

Alternate DNS server:
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Configuring PC in Windows XP (IPv4)

1. Go to Start. Click on Control Panel.
2. Then click on Network and Internet.

3. Inthe Local Area Connection Status
window, click Properties.

4. Select Internet Protocol (TCP/IP) and
click Properties.

5. Select the Obtain an IP address
automatically and the Obtain DNS
server address automatically radio
buttons.

6. Click OK to finish the configuration.

BEC 6200WZL User Manual

B Control Panel

File  Edit  ‘iew

e T " ,.»ﬁ Search

Address g' Contral Panel

|| Folders

'

u" Control Panel €3 E@ ‘%

Fhone and  Power Options
G— Switch to Cakegary Wiew Modem ...

See Also a_ai ﬁ:
Printers and  Regional and  Scanners and

& windows Update Faxes Language ... Cameras

(7} Help and Suppart b, @ =

Scheduled Sounds and Speech

Tasks Audio Devices

Favorites  Tools  Help ﬂ’

-4 Local Area Connection Status

General | Suppo[[l

Connection

Staktus: Connected
Druration: o0:19:32
Speed: 100.0 Mbps
B ckiveiby =
Sent ﬁ—l Received
=
FPackets: 27 a

P ——

S Froperties ? Dizable

& lLocal Area Connection Properties

General | aAuthentication || sdwvanced |

Connect using:

| EE ASUSTekK/Broadcom 440x 104700 Integrated Controller

This connection uses the following items:

= Clisnt for Microsoft Metwaorks

g Fil= and Printer Sharing for MMicrosoft MNetworks
o=l 0 oS5 Packet Scheduler

Int=rnst Protocol [TCRAIP)

Install...

D e=cription
Tranzmizsion Control Protocolflnternet Protocol. The default
wide arsa network praotocaol that provides communication
across diverse interconnected networks.

U ninstall

T2
e —

[1 Showe icon i notification area when connected

[ Ok ] [ Cancel

Internet Protocol (TCPSIP) Properties

General | Alternate Configuration |

“rou can get IP settings assigned automatically if pour netweark. supports
thiz capability. Otherwize. pyou need to ask vour network. adrinistrator for

\ﬂhe appropriate |P settings

(&) Obtain an IF addiess automatically
) Use the following |P address:

L [ |

™~ | |

(&) Obtain DMS server address automatically

2 Uze the following DMS server addresses:

_ox I

Cancel

]
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Configuring PC in Windows 2000 (IPv4)

1. Go to Start / Settings / Control Panel. In
the Control Panel, double-click on Network
and Dial-up Connections.

2. Double-click Local Area Connection.

3. In the Local Area Connection Status
window click Properties.

4. Select Internet Protocol (TCP/IP) and
click Properties.

5. Select the Obtain an IP address
automatically and the Obtain DNS server
address automatically radio buttons.

6. Click OK to finish the configuration.
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1 Network and Dial-up Connections

File Edt ‘View Favorites Tooks Advanced Help

FBack » = - ‘ Qsearch [ Folders {3“& Exm ‘ EEN

Address I Network and Digl-up Connections

=1 el =

| (w2
»
L Make hew
Connection

&
[

Netw;:irk and Dial-up
Connections

Local Area Connection
Type: LAN Connection
Status: Enabled

A5USTeKBroadcom 440x 10100
Inkegrated Controller

Local Area Connecktion Status ?| X|
General I

— Connection
Status: Connected
Cruration: 0OE:16:2E
Speed: 1000 kbp=

— Auchiseibyp

= .
Sent —— =1 Feceived

Fackets: 12,215 | 109,427
FProperties I Dizable I

Local Area Connection Properties

Genesral I

Connect using:

I HE ASUSTekK/Broadocom 440= 104100 Integrated Controller

Components checked are used by this connection:

Cliert For Microzoft Metwaorks
l= and Printer Sharing for kicrosoft Metwsarks
ol [TCEAIF]

Internet Prok

lnstall. . | Urinstall | Propertiss |

wide area network,. protocol that provides communication

D escription
Transmission Contral Protocol/lntsrmet Protocol. The default
across diverse interconnected netvorks.

I Showe icon in taskbar when connected

Internet Protocol (TCP/IP) Properties

General |

“r'ou can get IF settings assigned automatically if your network supporks
this capability. Otherwize. you need to ask your network administrator for
the appropriate |IF settings.

i* Obtain an IP address automatically
—i Use the following IF address:

IF address:;
Subnet mask:

D efault gatevay:

Frefened DNS serwver:

Llternate DS serwer:

* Obtain DMNS server address automatically

—f Use the following DMS server addresses:

Advanced... I

Cancel

o 1
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Basic Installation

Configuring PC in Windows 98/ME

1. Go to Start / Settings / Control Panel. In
the Control Panel, double-click on Network
and choose the Configuration tab.

2. Select TCP/IP ->NE2000 Compatible, or
the name of your Network Interface Card
(NIC) in your PC.

3. Select the Obtain an IP address
automatically radio button.

4. Then select the DNS Configuration tab.

5. Select the Disable DNS radio button and
click OK to finish the configuration.
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Hetwork = I

Configuration I | dentification I Accessz Control I

The following network components are installed:

bdicrozoft Family Logon

B ~A5SUST ek ABroadocorm 440: 104100 Integrated Contraller
HE Dial-llp Adapter

¥ TCRAP -> ASUST ek /Broadcom 440x 104100 |ntegrated

=1

TCRPAF -» Dial-Up &dapter

Ll |

Add.. I Remowe
Frimary Mebwork Logon:
IMichSth Family Logon vI
File and Print Sharing... I

L ezcription
TCPAIF iz the protocal you use to connect to the Internet and
wide-area nebworks.

Ok I Cancel I

TCP/IP Properties ==
Bindings | Advanced | MHetBI0S 1
DMS Configuration I G ateveay I wAAMS Configuration IP Address

An IFP address can be automatically azsigned to this computer.
IF your network does not automatically assign IP addresses, ask
wour nebwork administrator for an addrezs. and then ppe it in
the space below.

= iObtain an [P address automatically
—~

Specify an IP addres=s:

IE address: | . . . |

Subnelt kM asks | - - - |

o 1

Cancel I

TCP/IP Properties IH E3

Bindings | Advanced MetBIOS |
DS Configuration I G ateway I WS Configuration I IF Address I
— 4" Enable DMHS

Host: I

5 Srenvern Search rder

| . . . | o |

| Eemawe I

(G &t Stz Search W rder

| ]

| Eemewe I

o 1

Cancel




Configuring PC in Windows NT4.0

1. Go to Start / Settings / Control Panel. In Risnik

the Control Panel, double-click on Network
and choose the Protocols tab.

2. Select TCP/IP Protocol and click
Properties.

Basic Installation

Identification | Services Protocols 'Adapte(s | Bindings |

Network Protocols:

el B3

¥ NetBEUI Protocol
U NWLInk IPX/SPX Compatible Transport
U NwWLink NetBIOS

st | pemeve |CEponcy

~ Description:

Wodsate

Transport Control Protocol/Internet Protocol. The default wide
area network protocol that provides communication across
diverse interconnected networks.

| 0K I Cancel

3. Select the Obtain an IP address from a
DHCP server radio button and click OK.
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